
100 Round
D ATA S H E E T

Ø100

77 Dunning Avenue, Rosebery, Sydney · Lighting Design: NDY Light

®Systems

KLIK Systems Australia Pty Ltd abn 32 100 368 170

kliksystems.com  ·  support@kliksystems.com.au 32089-I

DIRECT

LED lumens/m 1000 1500 2250 3350 4500

Delivered Lumens/m1 736 1104 1656 2293 3312

Standard CRI

System W/m

2700K 10.8 17.3 24.8 36 43.2

3000K 9.1 15.8 23.5 34.5 41

3500K 9.1 15.8 23.4 34.5 41

4000K 9.7 14 22.7 33.4 38.9

Other LED Options 5000K     ·      RGBW     ·      tuneable white     ·      cyanosis     ·      high CRI 98 R9 > 80

Control non dim     ·      DALI     ·      Casambi     ·      0-10V     ·      DMX

Optics LEDoptek - symmetrical     ·      LEDoptek - asymmetrical

Finish white/black/silver powder coat standard     ·      custom powder coat     ·      clear anodised

Weight/Pack Size 3.5kg/m - 125 x 125 x (l + 200mm)

Mounting wire suspended     ·      rod suspended     ·      wall bracket

Accessories mitred bends     ·      T-joins     ·      sensors     ·      others available

Luminaire Length any length over 500mm with fully illuminated diffuser

1. Lumens based on LEDoptek - symmetrical optics 100R-LEDoptek-20190619-01
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