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DATASHEET

DIRECT LEDoptek

LED lumens/m 1000 1500 2250 3350 4500
Delivered Lumens/m! 751 1127 1690 2340 3380
Standard CRI >90

System W/m

2700K 10.8 17.3 24.8 36 43.2
3000K 9.1 15.8 235 34.5 41
3500K 9.1 15.8 23.4 34.5 41
4000K 9.7 14 22.7 33.4 38.9
Other LED Options 5000K RGBW tuneable white cyanosis high CRI' 98 R9 > 80

Control non dim DALI Casambi 0-10v DMX

Optics LEDoptek - symmetrical LEDoptek - asymmetrical

Finish white/black/silver powder coat standard custom powder coat clear anodised

Weight/Pack Size 4.5kg/m - 125 x 125 x (L + 200mm)

Mounting clip fixed on Thar

Accessories mitred bends plug and play connectors sensors others available

Luminaire Length any length over 500mm with fully illuminated diffuser

1. Lumens based on LEDoptek - symmetrical optics
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—KlKLED DOWNLIGHTS

DATASHEET

KDL35 A

)
KDL50 (g

Downlights
Optics Lens Reflector
Beam Angles NSP SP NFL FL NSP SP NFL
LOR defined by optics 94 93 86 94 85 86 85
lm W mA |V System Lumens
405 | 2.7 | 250 | 12 380 380 350 380 345 350 345
560 | 3.8 | 350 | 12 530 525 485 530 480 485 480
Colour 3000K - 4000K - 5000K
CRI 80-85
Binning 2 McAdam Step
Control Non Dim - DALI - 0-10V
Weight 0.075kg 0.100kg

NSP - narrow spot 10-19° - SP - spot 20-34° - NFL - narrow flood 35-49° - FL - flood 50-69°
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