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DIRECT LEDoptek

LED lumens/m - 1000 1500 2250 3350 4500

Delivered Lumens/m1 - 690 1035 1553 2149 3105

>90

INDIRECT

LED lumens/m 500 1000 1500 2250 3350 -

Delivered Lumens/m1  375 750 1125 1688 2513 -

Standard CRI >90

System W/m

2700K 4.6 10.8 17.3 24.8 36 43.2

3000K 4.4 9.1 15.8 23.5 34.5 41

3500K 4.3 9.1 15.8 23.4 34.5 41

4000K 4.2 9.7 14 22.7 33.4 38.9

Other LED Options 5000K     ·      RGBW     ·      tuneable white     ·      cyanosis     ·      high CRI 98 R9 > 80

Control non dim     ·      DALI     ·      Casambi     ·      0-10V     ·      DMX

Optics LEDoptek - symmetrical 

Finish white/black/silver powder coat standard     ·      custom powder coat     ·      clear anodised

Weight/Pack Size 8.0kg/m - 210 x 210 x (l + 200mm)

Mounting wire suspended     ·      rod suspended     ·      surface mount bracket

Accessories mitred bends     ·      T-joins     ·      sensors     ·      emergency recessed LED     ·      others available

Luminaire Length any length over 500mm with fully illuminated diffuser
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170 Beam

DOWNLIGHTS                                KDL50XT                                               KDL70                 KDL76

Optics Reflector Reflector

Beam Angles SP NFL FL NSP SP NFL FL WFL (S) VWFL (W)

LOR defined by optics 85 86 85 80 82 83 87 50 75

lm W mA V System Lumens

780 5.6 500 12 665 670 665 625 640 650 675 - -

1100 8.8 250 36 935 945 935 880 900 915 955 - -

1360 8.6 250 36 - - - - - - - - -

1500 12.6 350 36 1275 1290 1275 1200 1230 1245 1305 - -

1800 12.1 350 36 - - - - - - - - -

1990 18.6 500 38 - - - 1595 1635 1655 1730 - -

2450 17.9 500 36 - - - - - - - 1225 1835

3230 25.9 700 37 - - - - - - - 1615 2425

Colour 3000K   ·   4000K   ·   5000K

CRI 80-85

Binning 2 McAdam Step

Control Non Dim   ·   DALI   ·   0-10V

Weight 0.225kg 0.200kg 0.375kg

NSP - narrow spot 10-19°   ·   SP - spot 20-34°   ·   NFL - narrow flood 35-49°   ·   FL - flood 50-69°   ·   WFL - wide flood 70-90°   ·   VWFL - very wide flood >90°   ·   (S) Silver   ·   (W) White                           KDL-12-20180626-01
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